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Convertitore di tensione per cappelli luce a 12V UK c € 2
Voltage converter for 12V light caps cA 3
GENERALITA GENERAL INFO
Convertitore di tensione per cappelli lucea 12V Voltage converter for 12V light caps

SCRAPPING Materials must be disposed of in accordance with the
regulations in force. Do not throw away your discarded equipment or
used batteries with household waste. You are responsible for taking all
your waste electrical and electronic equipment to a suitable recycling
centre.

DEMOLIZIONE Leliminazione dei materiali va fatta rispettando le

norme vigenti. Non gettate il vostro apparecchio scartato, le pile o

le batterie usate nei rifiuti domestici. Avete la responsabilita di resti-

tuire tutti i vostri rifiuti da apparecchiature elettriche o elettroniche —
lasciandoli in un punto di raccolta dedicato al loro riciclo.

CONNESSIONIELETTRICHE CAPPELLO LUCI* ELECTRICAL CONNECTIONS LIGHT CAP

ATTENZIONE 230V/115V
| collegamenti di fabbrica sono per I'alimentazione a 230V.
Prima di effettuare qualsiasi intervento sull'impianto togliere I’alimentazione elettrica mediante sezionatore.

ATTENTION 230V/115V
The factory connections are intended for the 230Vac power supply.
Always disconnect the electricity with a cut-off switch before attempting any work on the system.

324065-UKITPS 12Vac/ALLU 12

230V 115V
“l Collegamenti elettrici predisposti in fabbrica. Conversi'o;\e allsVac .
=== | Electrical connections configured at the factory. ~Collegare il ilo bianco al posto di quello grigio;

- Isolareilfilo grigio conin morsetto diisolamento, precedentemente sul filo bianco;
- Sostituire il fusibile da 1A-T con quello da 2A-T.

Modification for 115Vac power supply:

- Disconnect the gray wire and connect the white wire on the main terminal block;
- Insulate the gray wire with the insulation terminal block, before on the white wire;
- Replace the 1A time lag fuse with the 2A time lag fuse.

Black
Gray
White —

Fusibile « Fuse
230V - 1A-T

Fusibile « Fuse
115V - 2A-T

230Vac 12Vac /
A Cavo luci

Linea monofase <
Single phase line Light cable N

115Vac 12Vac _
A Linea monofase Cavo luci
Single phase line Light cable
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